DETOUR
AHEAD

50’ min

100’ max

Van Giesen Street

|

DETOUR
AHEAD

50’ min
100’ max

DETOUR

WILSON
-Winslew-Street

DETOUR
————

dnol3d

TRAFFIC CONTROL PLAN;
ROUNDABOUT THAYER AND VAN
GIESEN

AVE

-Goethals B MCPHERSEN

DETOUR
—

DETOUR
AHEAD
50’ min

100" max

S

ROAD CLOSED
LOCAL TRAFFIC ONLY

TYPE 3 BARRICADE

WORK

AREA

50’ min

SIGN SPACING
ARTERIALS AND COLLECTORS 45/55MPH 500°
ARTERIALS AND COLLECTORS 35/40MPH 350°
ARTERIALS AND COLLECTORS 25/ 30MPH 200°
RESIDENTIAL STREETS 25MPH OR LESS| 100’
ALL SIGNS ARE 36"X 36" BLACK ON
ORANGE UNLESS OTHERWISE DESIGNATED
SIGN PLACEMENT AND TAPER LENGTHS — -~
SPEED LIMIT *S *T BUFFER
25 (LOW VOLUME) 100" | 125" | 115’ dno.13d
25 200" | 180" | 155’
30 200" | 180" | 200’
35 350" | 245" | 250°
40 350" | 320" | 305
45 500° | 540’ | 360’
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CITY OF RICHLAND

NO EXCEPTIONS TAKEN
MAKE CORRECTIONS NOTED
REVISE & RESUBMIT
REJECTED

THIS REVIEW IS ONLY FOR GENERAL CONFORMANCE WITH THE DESIGN
CONCEPT OF THE PROJECT AND GENERAL COMPLIANCE WITH THE
INFORMATION GIVEN IN THE CONTRACT DOCUMENTS. CORRECTIONS OR
COMMENTS MADE ON THE DRAWINGS DURING THIS REVIEW DO RELIEVE
THE CONTRACTOR FROM COMPLIANCE WITH THE REQUIREMENTS OF THE
PLANS AND SPECIFICATIONS. APPROVAL OF A SPECIFIC ITEM SHALL NOT
INCLUDE APPROVAL OF AN ASSEMBLY OF WHICH THE ITEM IS A
COMPONENT. CONTRACTOR IS RESPONSIBLE FOR DIMENSIONS TO BE
CONFIRMED AND CORRELATED AT THE JOBSITE; INFORMATION THAT
PERTAINS SOLELY TO THE FABRICATION PROCESSES OR THE MEANS,
METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES OF
CONSTRUCTION; COORDINATION OF THE WORK OF ALL TRADES; AND FOR
PERFORMING ALL WORK IN A SAFE AND SATISFACTORY MANNER.
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